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In many applications of remote sensing of plasma populations in space science a high detection efficiency of
energetic neutral atoms (ENAs) is necessary because the sources of these ENAs are very faint. In the recent years
surface science processes occurring during particle scattering off specialized surfaces have been successfully used
to detect these ENAs with high efficiency. The relevant processes are kinetic secondary electron emission and
surface ionization. When secondary electron emission is used an ENA hits a so-called start surface where it releases
a secondary electron, which initiates the measurement sequence. Being scattered off the start surface, the ENA
continues its flight until it is absorbed at the stop detector. The time difference between the release of the secondary
electron and the detection of the particle at the stop detector is measured and with the path length the velocity of
the particle is obtained. Surface ionization, i.e., the formation of negative ions, is the well-known charge transfer
process where an atom receives an electron from the scattering surface during the scattering process. In modern
space science applications mostly insulating surfaces are used as conversion surfaces since these do not need any
preparation in space to be operable and at the same time have very stable performance over years. In this paper we
will show the current status of surface-science-based detection technology that is used in present space missions of
the European Space Agency (ESA) and the U.S. American space agency (NASA). [DOI: 10.1380/ejssnt.2006.394]

Keywords: Secondary electron emission measurements; Low energy ion scattering; Electron emission; Ion-solid interactions;
Insulating surfaces

I. INTRODUCTION

The detection of energetic neutral atoms (ENAs) in
space allows for remote sensing observations of space
plasma populations [1]. These populations can be the var-
ious plasma entities of the terrestrial magnetosphere, the
magnetospheres of other planets, and even the plasma sur-
rounding our solar system beyond the termination shock.
With an instrument, which not only records the mass and
the energy of a registered particle, but also the arrival di-
rection in one or two dimensions 2D maps of such plasma
distributions are obtained, which are line-of-sight inte-
grals of 3D plasma distributions. To obtain the original
3D distribution one needs to interpret these data with 3D
models of the plasma population under investigation. Re-
mote sensing via ENA detection marked a major improve-
ment to the in situ plasma measurements with ion detec-
tion instruments and has been recently reviewed [1]. For
in situ plasma measurements the spacecraft flew through
the plasma population and the plasma phase space den-
sity was recorded along the spacecraft trajectory. After
several orbits around a planet a reasonable picture of the
plasma distribution began to emerge from the recorded
data. However, in situ measurements always suffered from
the problem to distinguish between spatial and temporal
variations of the investigated plasma population.

A particularly difficult energy range for ENA detection
is that of low-energy neutral atoms (LENAs) with en-
ergies ranging from 10 eV to a few keV, which we will
discuss in this paper. Nevertheless, this is a very inter-
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esting and important energy range to observe since it is
the first step when the thermal plasma (e.g. ionospheric
plasma at sub-eV energies) is energized in a planetary
magnetosphere or some other space plasma system. The
first ENA instrument operating in this low energy range
is the LENA instrument on the IMAGE mission of NASA
[2, 3] with the IMAGE mission being dedicated to the
investigation of the terrestrial magnetosphere by imaging
instrumentation for particles and photons [4]. The IM-
AGE spacecraft was launched on 25 March 2000 and is
still in operation. Presently, the ASPERA-3 instrument
on the Mars Express spacecraft of the European Space
Agency (ESA) has a low-energy neutral particle detector
in use to investigate the plasma populations around Mars
[5]. An identical instrument, the ASPERA-4 instrument,
will be used at Venus [6]. Neutral particle imaging of
LENAs is foreseen for future space missions as close as
our Moon [7] and as far away as planet Mercury [8].

All these instruments are basically single-particle in-
struments, that is, each registered particle is analysed in-
dividually, for its mass, energy, and arrival direction. In
the above-mentioned applications surface science effects
are used in various ways for the detection of the parti-
cles. Unfortunately, the simple detection method used at
higher energies of letting these energetic atoms pass a thin
carbon foil fails to work at energies lower than about 1
keV/nuc. The surface science effects are used instead for
detection, which are secondary electron emission and sur-
face ionisation (to form negative ions). In both cases, the
incident neutral atom is scattered from a suitable surface
that has been optimised either for high secondary electron
yield or for efficient ionisation. Of course, these scat-
tering surfaces have to be as flat as possible (preferably
atomically flat because atoms scattering off the surface
encounter roughness at the atomic scale) so that angular
and energy scatter is low enough not to alter the atoms
properties (energy, flight direction) too much for subse-
quent analysis. In our applications we not only want to
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measure the particle flux and identify the species but also
recover their arrival direction and their incident energy,
thus the scattering event at the surface has to be opti-
mized and the surfaces we use have to be atomically flat
and have electronic properties that optimize secondary
electron emission or surface ionization.

To detect single neutral atoms in the presence of several
intense background sources (UV photons, plasma ions and
electrons, high energy particles, ) a coincidence technique
is often employed [1], which means that for the success-
ful detection of a particle it has to trigger at least two
detectors in proper succession and time difference. Typ-
ically a time-of-flight (TOF) measurement is performed
and with the known distance from the start detector (the
first detector) to the stop detector (the second detector)
the velocity of the atom is derived. With an additional
measurement the mass of the particle can be inferred.
This detection technique will be discussed in Section II
below. If one wants to characterise the ENA in more de-
tail it has to be ionised so that an ion-optical analysis can
be performed. This technique will be discussed in Section
III below.

II. DETECTION VIA SECONDARY
ELECTRONS

When an energetic atom or ion hits a solid surface elec-
trons are released, which is called kinetic electron emis-
sion (KEE). In the simplest form the KEE yield, γKEE ,
is considered to be proportional to the electronic stopping
power of the impacting particle on the target surface [10],

γKEE =
Λ

cos ϕ
Se =

Λ
cos ϕ

ke

√
E, (1)

where Λ is the proportionality factor and ϕ is the angle of
impact measured from the surface normal. The electronic
stopping power, Se, is proportional to the velocity of the
impacting particle, i.e., Se ∝ √

E in the Lindhard-Scharff
velocity regime where v ≤ Z2/3vn with vn = αc ≈ 2.18 ×
106 m/s [11].

KEE during particle scattering from surfaces is the
principle of detection of the Neutral Particle Detector
(NPD) of the ASPERA-3 instrument on the Mars Ex-
press mission of ESA [5]. As start surface a multi-layer
coating on a highly polished tungsten substrate is used
in NPD. Incoming particles impact on the start surface
at shallow angle (about 75◦ from surface normal) and are
forward scattered into the NPD sensor. During the in-
teraction of the ENA with the start surface one or more
electrons are released that are registered with a MCP de-
tector and serve as start pulse for the TOF measurement.
After a flight path of about 5 cm the ENA hits a stop
detector, which is MgO coated graphite. Again, upon
particle impact, electrons are released, registered with a
MCP detector and used as stop pulse for the TOF mea-
surement. The choice of start surface was driven by the
need for good particle reflection properties, e.g. a very flat
surface and high-Z material, and good suppression of UV
light against forward scattering into the instrument. The
latter is achieved by the multi-layer coating composed of a
thin layer of Cr2O3 covered by a thicker layer of MgF2 and

FIG. 1: Secondary electron yield for various primary particles
impinging at 60◦ to the surface normal [9]. Straight lines are
fits using Eq. (2) with γ0 = 4.35 for H, D, and H2, γ0 = 4.46
for C, γ0 = 5.51 for O, and γ0 = 9.56 for O2. The dashed
line shows the linear approximation corresponding to Eq. (1):
γ = (Λ/ cos α)kev.

topped with a thin layer of WO2. The multi-layer coat-
ing was optimized to absorb UV photons at the Lyman-α
wavelength. The stop detector had to have a high KEE
yield but should not be sensitive to visible and UV light.
MgO has a high, perhaps the highest, KEE yield of all
insulators [12]. In addition, MgO is an insulator with a
band gap of 7.8 eV [13], thus photons with wavelengths
greater than about 159 nm will not cause the release of
photoelectrons. The graphite substrate of the stop detec-
tor serves to absorb all the photons transmitted through
the MgO coating rather than reflecting them back into
the sensor, where they would cause background on the
stop detectors.

Since there are several, at times conflicting, require-
ments for these surfaces there is still research going on
to find the perfect surface for applications on a space-
craft. Figure 1 shows the KEE yield measurements of
chemical-vapour deposited diamond on silicon using sev-
eral primary ions in the energy range from 30 eV to 3
keV [9]. Although we do not observe a threshold energy
for the KEE, the useful energy range extends down to
energies of about 100 eV or less depending on species for
our applications. From Fig. 1 one immediately recognises
that the simple formula for the secondary electron yield
given in Eq. (1) overestimates the KEE yield at low par-
ticle energies. A more accurate formula at low particle
energies is

γKEE =
γ0

cos ϕ
exp

(−v0k

v
√

Z1

)
, (2)

where v is the particle velocity, k is a projectile species in-
dependent constant (k = 0.215), Z1 the atomic number of
the projectile, and γ0 is the asymptotic electron yield for
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v → ∞, which is an experimentally determined constant
for each species and surface [9]. Again we assume a co-
sine angular dependence, although at low particle energies
this is a simplification [15]. A dependence of γ ∝ e−A/v⊥

with A being a constant and v⊥ the velocity of the projec-
tile perpendicular to the surface was also reported before
where a surface electron-hole pair excitation mechanism
was identified for the emission of secondary electrons from
slow Li+ ions impinging on aluminium [16]; however, no

projectile-type dependence was reported there. Surface-
assisted kinetic electron emission is identified as a dom-
inant mechanism for electron emission for data reported
for C+, N+, and O+ impinging on a polycrystalline gold
surface [17, 18]. These data are also fitted well with the
function shown in Eq. (2). Note that our data do not
show a threshold velocity for secondary electron emission
similar to earlier findings [19]. When Eq. (2) is expanded
at the velocity v = v0k we get the power series

γKEE ≈

γ0

cos ϕ

{(
1 − 1√

Z1

)
e−

√
1/Z +

v

v0k

1√
Z1

e−
√

1/Z + ...

}

= a +
v

v0
b + ... (3)

which simplifies to the well-know linear velocity depen-
dence of the KEE yield (γ ∝ v, as given in Eq. (1)) and
a even vanishes for hydrogen.

Because the KEE yield of MgO is very high the num-
ber of electrons emitted can be used to infer the mass of
the incident particle. Once the velocity of the registered
particle is known from the TOF measurement one can
use the mass dependence in the proportionality factor ke

in Eq. (1) [11] to infer the mass of the particle. This
effect is used for the distinction between hydrogen and
oxygen atoms, the two main constituents in the Mars en-
vironment, in the NPD sensor of ASPERA-3 [5]. Figure
3 shows a histogram of a Monte-Carlo (MC) simulation
of the KEE yields (the pulse height distribution, PHA)
for a mixture of 80% hydrogen and 20% oxygen imping-
ing on a MgO surface for the energy range of the NPD
detector. The MC simulation includes the measured KEE
yields, the resolution of the velocity measurement of the
NPD sensor, and applies Poisson statistics for the num-
ber of emitted electrons. One can see from Fig. 3 that

FIG. 2: Monte-Carlo simulation of the pulse height distribu-
tion (PHA) of the KEE for hydrogen and oxygen impacting
on a MgO surface.

the distinction between H and O can easily be made on a
statistical basis.

III. DETECTION VIA SURFACE IONIZATION

To extend the useful energy range for ENA measure-
ments down to 10 eV and to improve on the analysis
of the registered ENAs one has to ionise the ENAs be-
fore further analysis in the instrument. Once an ENA is
ionised one can use the established ion-optical techniques
for energy and mass analysis of the ion. Surface ionisa-
tion was identified as the only viable ionisation technique
giving acceptable ionisation yields within the very limited
availability of resources on a spacecraft, which are power,
mass, volume, and some others [1, 20]. With surface ioni-
sation we mean the transfer of an electron from the surface
to the projectile during the scattering event, i.e., forming
a negative ion, which only works for elements that have
a stable negative ion [21]. Our preference for negative
ions is because the ionisation yield is significantly higher
than for positive ions at lower projectile energies [22], at
least for H and O, which are of highest importance in our
research.

Since the early 1980s, surface ionisation has been stud-
ied extensively for potential application in fusion plasma
research. With this technique, ionisation efficiencies of
up to 67% in the energy range from several eV to about 1
keV have been achieved [23–25], using low work function
(WF) surfaces for converting neutral particles or positive
ions into negative ions. In these applications of surface
ionization a metal surface has been used, where the work
function of the surface was significantly reduced by the ap-
plication of a monolayer or less of an alkali metal [26] or
an alkaline-earth metal [27]. The application of this over-
layer of metal usually involves a dispenser, which releases
defined quantities of the metal upon heating, to coat the
metal substrate. Since the alkali metal and to a lesser de-
gree the alkaline-earth metal surface are chemically very
sensitive, they degrade even in good vacuum after some
time, and regeneration of the converter surface at regular
intervals is necessary for long-term operation. This re-
generation of the converter surface involves heating of the
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FIG. 3: Efficiency for creating negative hydrogen ions upon scattering from several synthetic diamond coatings on silicon [14].
Measurements have been performed at different laboratories with different experimental setups.

surface to substantial temperatures to evaporate the ad-
sorbates, and the alkali or alkaline-earth metal overlayer.
Then, one proceeds with the application of a fresh alkali
or alkaline-earth metal layer. In addition to heating the
surface to substantial temperatures, the handling of a dis-
penser introduces some complexity, as well as monitoring
the WF of the surface [28].

The first instrument to use surface ionisation in space
is the LENA instrument [2, 29], which is successfully op-
erating since the launch of the IMAGE spacecraft on 25
March 2000 [3]. The LENA instrument uses highly pol-
ished tungsten as conversion surfaces. Originally, it was
intended that these surfaces will be covered with a cesium
coating applied in space but it turned out that this was
technically not feasible in a space application. However,
reasonably high ionisation yields are obtained because of
the oxidation of the tungsten surface. This oxidation
is routinely replenished because the IMAGE spacecraft
dives regularly into the terrestrial exosphere during its 8
hour orbit where there is atomic oxygen in abundance.

Given the complexity of using metallic surfaces with
lowered work function as conversion surfaces, we were in-
vestigating alternatives, where the regeneration of the sur-
face would be easier or not necessary at all. In addition,
these surfaces should be stable in air to simplify opera-
tions during spacecraft launch. The search for alternative
conversion surface materials was mostly focused on insu-
lators, since we conjectured that surfaces with a high KEE
would also work well for surface ionisation. In addition,
insulator surfaces often are chemically stable in air even
at modest humidity.

We successfully investigated diamond coatings on sil-
icon wafers [30], natural diamond [31], and tetrahedral
amorphous carbon coatings on silicon wafers [32], which
all turned out to be possible candidates for an application
in space. Furthermore, we investigated aluminum nitride
coatings [33] and barium zirconate coatings [34], which

TABLE I: Fit parameters for Eq. (4) using the three data sets
from Figs. 3 to 5. Note that the value for H scattered off
diamond coatings is not constrained very well.

H scattered
off diamond
coatings

O scattered
off diamond
coatings

O scattered
off MgO

η−
0 0.135 0.135 0.085

E0 (eV) 20 118 108
a 0.31 0.4 0.4
b 1.5 2.44 2.44

worked well but are difficult to obtain in good quality at
larger quantities. Magnesium oxide was also investigated
[35, 36], but the ionisation yield is a little bit low and MgO
is hygroscopic. Lithium fluoride surfaces were also inves-
tigated because at higher projectile energies negative ion
yields of up to 70% for oxygen upon scattering from LiF
were reported [37]. However, at the projectile energies of
interest for us the ionisation yields were too low [38]. In
addition, LiF is chemically not a very stable surface in
air.

Figures 3 to 5 show ionisation yields, which is the frac-
tion of negative ions in the scattered particle flux, for hy-
drogen and oxygen over the full energy range of interest
for two currently investigated surfaces, tetrahedral amor-
phous carbon and magnesium oxide. Quantitative mea-
surements using neutral atoms are difficult and even more
so at lower energies. For that reason measurements per-
formed at different facilities with different experimental
approaches are given, which agree with each other within
the experimental error. The facilities are the ILENA ex-
periment at the University of Bern [14, 30], the JUSO
facility at the University of Osnabrück [34, 39], measure-
ments using the NICE prototype at the calibration of the
University of Bern and University of Denver [22], and
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FIG. 4: Efficiency for creating negative oxygen ions upon scattering from several synthetic diamond coatings on silicon [14].
Measurements have been performed at different laboratories with different experimental setups.

measurements using the IBEX prototype at the calibra-
tion facility of the University of Bern [14]. For the dia-
mond coatings several samples were used and the results
agree, demonstrating the reproducibility of the diamond
coating for our purposes. For MgO earlier data at higher
energies were reported [35], which were found to agree
well with our data and are shown in Fig. 5.

All these ionisation yields, η−(E), can be fitted by the
following, experimentally found, function using the exper-
imental data from Figs. 3 to 5:

η−(E) = η−
0

{
1 − exp

(
−
(

E

E0

)b
)}(

E

E0

)a

, (4)

where E0 is the roll over energy, η−
0 is a scaling factor,

and a and b are experimental constants. The individual
parameters derived from the data presented in Figs. 3
to 5 are listed in Table I. The exponent a gives the fall
off at low energies, which is 1.5 and 2.44 for H and O on
the diamond coatings, respectively. The roll over is at an
energy of E0 ≈ 20 eV for H (not that well constrained by
our data) and at E0 ≈ 118 eV for O and on the diamond
coatings, and at E0 ≈ 108 eV for O on the MgO surface.
These roll over energies suggest a common roll over ve-
locity of vC ≈ 4 × 104 m/s for the three data sets (Figs.
3 to 5) and we can rewrite Eq. (4) as

η−(v) = η−
0

{
1 − exp

(
−
(

v

vC

)2b
)}(

v

vC

)2a

(5)

The exponent b gives the yield dependence at energies
above the roll over that is compatible with an η− ∝ v
dependence, which is similar to KEE at higher energies.

IV. DISCUSSION

Detection of ENAs using KEE is a simple method. The
advantage of using KEE for the detection of ENAs is that
it allows for a very compact realisation of an instrument,
which is a major asset in space research. The NPD sen-
sor, for example, weights only 720 g complete with sensor
electronics. The ASPERA-3 instrument with the NPD
sensor is in operation since December 2003 in Mars or-
bit and is still taking measurements. The ASPERA-4
instrument, an almost identical copy of this instrument,
is on the Venus Express mission, which was launched 9
November 2005. If transfer to Venus is successful it will
commence scientific measurements in April 2006. The
disadvantage of this simple time-of-flight measurement is
the limited velocity resolution, since the energy scatter-
ing and the angle scattering at the start surface combine
to limit the time-of-flight resolution of the instrument to
about 30% in a space compatible configuration [5]. More-
over, the mass resolution hinges on the different secondary
electron yields for different species arriving at the same
velocity, which allows only for a coarse mass identification.
If one needs better-resolved measurements it is necessary
to ionise the ENAs before their analysis. The limitation of
neutral particle detection via KEE is the low KEE yield
at low particle energies, which limits the useful energy
range to 100 eV and above. Since the ENA is not ionised
only moderate analysis of the registered ENAs can be per-
formed.

Using the surface ionisation technique a full analysis of
the ENA is possible and the useable energy range extends
down to about 10 eV. The limitation in energy arises from
sputtering of negative ions by higher energy ENAs, which
cannot be hindered to reach the conversion surface in a
space borne application. Since a truly ionised 10 eV ENA
cannot be distinguished from a negative ion sputtered by a
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FIG. 5: Efficiency for creating negative oxygen ions upon scattering from the (100) surface of MgO single crystals [14, 35].
Measurements have been performed at different laboratories with different experimental setups.

higher energy primary particle one has to disregard these
low-energy ions. Other ionisation techniques, like electron
impact ionisation may be used at energies below 10 eV.

The newest and most sensitive instruments using sur-
face ionisation were developed for the detection of the in-
terstellar gas, first the NICE instrument prototype [22]
and recently the IBEX-Lo instrument prototype [14].
Both of these instruments use artificial diamond surfaces
to ionise incoming neutral atoms. The latter instrument
is part of the scientific payload of the IBEX mission of
NASA to be launched in June 2008 to study the inter-
action of solar wind plasma with the interstellar medium
[40].

The physical mechanism of negative ion formation on
metal surfaces is well understood, and mainly governed
by the work function of the surface and the affinity level
of the atom [25]. The exact physical mechanism of neg-
ative ion formation on insulating surfaces is much less
known [41]. Detailed experimental and theoretical stud-
ies are available for hydrogen and fluorine atoms scatter-
ing off LiF, an ionic crystal [42, 43]. However if these

mechanisms also operate on diamond, which is a covalent
crystal, as scattering surface has still to be seen. Our ex-
perimental experience is that surfaces that have high KEE
yields also work well for surface ionisation. This implies
that the localised electronic excitation near the surface
during particle impact (the electronic energy loss), which
gives rise the KEE also facilitates the electron transfer
to the projectile. It would be interesting to understand
the exact mechanism for at least two reasons. Firstly, be-
cause of pure scientific interest, and secondly because a
good understanding of the underlying physics will allow
us for a much more directed search for the perfect surface
for ionisation.
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